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DUMPSTER PAD
SCALE: NA

ALL DETAILS TO CITY OF ST. GEORGE STANDARDS. 

24"

1 
1/

2"

6"

CLASS B CONCRETE

CONTINUOUS #4 BAR AS SHOWN

SCALE: 1" = 1'

24" CONC. WATERWAY

NOTE:

TURN-DOWN SIDEWALK
SCALE: 1" = 1'

WHITE ON BLUE 12"
x 18" HANDICAPPED
PARKING SIGN (OR
AS APPROVED BY
LOCAL CODES)
PERMANENTLY MOUNTED TO BUILDING

GRADE

INSTALL VAN ACCESSIBLE SIGN
AT ALL VAN ACCESSIBLE PARKING

ACCESSIBLE DETAILS
SCALE: 1" = 3'

EXTERIOR LEVEL LANDING DETAIL
SCALE: 1" = 4'

CONCRETE FINISHED FLOOR

BUILDING FOOTING, SEE ARCHITECTURAL PLANS

3 
3/

16
"

2 
1/

8"

3'-0"

HAND HOLE
SCREW AT

GROUND

CIRCUIT
NOT ON LIGHTING

ABOVE BASE -
DICATED, AT 24"

TACLE WHERE IN-
DUPLEX RECEP-

WEATHERPROOF
120 V., 20 AMP.

TIES AT 12"
VERT. W/ #3
(4) #6 BARS

CONDUIT
RIGID GALV. STEEL

ADAPTER

PVC CONDUIT

ROD
DRIVER GROUND
COPPERWELD
3/4" BY 10' LONG

GROUND WIRE
#4 BARE COPPER

POLE MFG'R)
GALV. NUTS (BY
BOLTS W/ (3) SETS
(4) GALV. ANCHOR

ANCHOR ROD
TO BUSHING AND
CONNECT GROUND 

GRADE
PAVING OR FINISH

ABOVE GRADE
RUBBED CONC. FIN.

3/4" CHAMFER TYP.

(BY POLE MRG'R)
GALV. TEMPLATE

TYP. POLE BASE

STANDARD

LIGHTING

OF FOUNDATION
FULL HEIGHT

PIER STEEL

ANCHOR BOLTS

PIER
24" DIA. CONC.

30" MIN.

5'-0"

PLAN

SECTION

PROVIDE (2) #3 LATERAL TIES
IN TOP 5" OF PIER

ADJACENT BACKFILL

6"  THICK TYPE II ROADBASE

4"  THICK TYPE II ROADBASE
LEVELING POUR COURSE

6"

ON SITE "A" CURB
SCALE: 1" = 1'

ALL DETAILS TO CITY OF ST. GEORGE STANDARDS. 

NEW ASPHALT 2-1/2" AC
OVER 6" RB

12
"

6"

24"

18"
6"

SCALE: 1" = 1'

24" CURB

4"  THICK TYPE II ROADBASE

6"  THICK TYPE II ROADBASE

ADJACENT BACKFILL

ACCESS RAMP
SCALE: 1" = 4'

LIGHTPOST DETAIL
SCALE: 1" = 4'

INSIDE OF BUILDING

18" DIA. CONC. BASE

CONCRETE CAP

SCALE: 1" = N/A

PIPE BOLLARD DETAIL

NEW ASPHALT 2-1/2" AC
OVER 6" RB

NEW ASPHALT 2-1/2" AC
OVER 6" RB

NEW ASPHALT 2-1/2" AC
OVER 6" RB

30" MIN. IMBED

6" x 15" CURB, 4000 PSI.
MIN. @ 27 DAYS

12" SIDEWALK TURNDOWN
FINISH FACE OF CONCRETE
AND CONTINUE TOOLED
JOINTS THRU FACE TO A
POINT UNDER THE ASPHALT

INSTALL TOOLED JOINT @ 5' O.C. ALONG THE
LENGTH OF THE SIDEWALK, INSTALL EXPANSION
JOINT MATERIAL AT 20' O.C. ALONG THE LENGTH,
REPLACING A TOOLED JOINT

APPROVED STRUCTURAL FILL OR NATIVE
MATERIAL SEE GEOTECHNICAL ENGINEERS

RECOMMENDATIONS (TYP.)

4" TYPE II ROADBASE

6" TYPE II ROADBASE

APPROVED AND COMPACTED
ON SITE GRADED MATERIAL

6"  THICK TYPE II ROADBASE

APPROVED AND COMPACTED
ON SITE GRADED MATERIAL

CONTRACTOR SHALL OBTAIN TESTING FROM THE GEOTECHNICAL ENGINEER
FOR COMPACTION AND MATERIALS COMPLIANCE DURING CONSTRUCTION.
ALL NEW CONSTRUCTION SHALL CONFORM TO THE SPECIFICATIONS AND
RECOMMENDATIONS CONTAINED WITHIN THE GEOTECHNICAL INVESTIGATION.

6" CONC FILLED PIPE BOLLARD
PAINT W/ 2 COATS "TRAFFIC
YELLOW" - PIPE AND CAP

SLOPED CONCRETE TO
DRAIN TO ADJACENT PAVING

CONCRETE CURB, 4,000 PSI.
MIN. @ 27 DAYS, SEE SPECS.

LIP ELEVATION +1 1/2" FOR CATCHING CURB
LIP ELEVATION -1 1/2" FOR SHEDDING CURB

APPROVED AND COMPACTED
ON SITE GRADED MATERIAL

4" OR 6" THICK CONCRETE
SIDEWALK AS NOTED

EXTERIOR FINISH SURFACE, LANDING
PRIMARY SLOPE SHALL BE A MAXIMUM

OF 1:48 IN ANY DIRECTION

EXTERIOR CONCRETE SURFACE SHALL BE
FLUSH WITH BUILDING FINISH FLOOR

DOOR THRESHOLD, 1/2" MAXIMUM VERTICAL
RISE WITH 1:2 SLOPE BEVELED EDGES

6'
1:12 SLOPE

5' ACCESS ON GRADE 6'
1:12 SLOPE

CONCRETE ACCESS AREA TO BE MAX.
OF 2% SLOPE ALL WAYS, (CROSS SLOPE)

SURROUNDING SURFACE , WITHIN 4' OF RAMP
TO BE NO GREATER THAN 1:50 SLOPE (2.00%).

6" CONCRETE CURBWALLDOWN DOWN

TRUNCATED DOME PAD

7'
-8

"
4

"

8'

PIPE BOLLARD
PER DETAIL ABOVE

21'-0"

9'
-0

"

STUCCO EXTERIOR

1/4" X 2" FLAT BAR DIAG. BRACE

PIPE BOLLARD
PER DETAIL ABOVE

22 GA. TYPE B GALV. STEEL
DECK WELDED TO FRAME

2" X 2" X 1/4" STEEL. FRAME
ALL AROUND DOOR, PAINT
WITH FINISH

DUMPSTERDUMPSTER

16"

12
"

30
"

8"

8'

PROVIDE MOISTURE
BARRIER SOIL
MEETS WALL

STUCCO EXTERIOR

#5 DOWELS AT 32" O.C.
GROUTED SOLID AT REINF.
AND AT EACH JAMB END CELL

6"X8"X16" CMU WITH HORIZ.
REINF. (#5 BAR) AT 32" O.C.

1/2" EXPANSION JOINT

#4 BARS AT 12" O.C. BOTH
WAYS  IN 5" THICK CONC.
SLAB ON 6" GRANULAR FILL

TWO #4 X CONT. REBAR

5-1/2" CONCRETE DUMPSTER
PAD OVER 8" COMPACTED
TYPE II RB OVER 12"
RECOMPACTED SUBGRADE
PER GEOTECHNICAL REPORT

3-1/2" ASPHALT PAVEMENT
OVER 8" COMPACTED TYPE II
RB OVER 12" RECOMPACTED

SUBGRADE PER
GEOTECHNICAL REPORT

ALL DETAILS TO CITY OF ST. GEORGE STANDARDS. 
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PLAN

CROSS GUTTER LIMITS

P.C.

FLOW LINE

REINFORCING DETAIL

LIP OF CURB

EXPANSION JOINT (TYP)

CURB AND GUTTER

FL

VARIES

CROSS GUTTER LIMITS

P.C.

F

DRIVEWAY

4'

8'

#4 @ 48" O.C.

#4 @ 12" O.C.

CONTROL JOINTS

NOTES:
1. CLASS "A" CONCRETE
2. FOR USE ON RESIDENTIAL STREETS ONLY
3. CROSS GUTTERS ARE USED AT INTERSECTIONS

ONLY UNLESS OTHERWISE APPROVED
4. CROSS GUTTER SHALL CROSS THE MINOR

STREET
5. ALL REINFORCING STEEL SHALL HAVE 2-INCH

MINIMUM CLEAR COVER. SUPPORT CHAIRS,
BLOCKS OR OTHER APPROVED EQUAL SHALL BE
USED TO RAISE STEEL OFF GROUND

6. REINFORCING TO EXTEND TO LIMITS OF CROSS
GUTTER

7. ALL REINFORCING STEEL SHALL BE GRADE 60
ASTM A 615.

END REBAR 2-1/2"
CLEAR BOTH SIDES OF
EXPANSION JOINT

#4 @ 12" O.C.
BOTH WAYS

CONTROL JOINTS AT QUARTER
POINTS OF CROSS GUTTER

EXPANSION
JOINTS
(TYPICAL)

#4 @ 12" O.C.
BOTH WAYS

REINFORCING DETAIL SEE BELOW

WARP SURFACE TO
MEET FLOWLINE AND

GUTTER GRADES

6' 

8' CROSS SECTION

#4 BARS 12" O.C.

12"

4'

6"

2"

8"

#4 BARS 48" O.C.
UNTREATED ROAD BASE, 8" MIN.,

COMPACTED TO 95%

21
2"

11
2"

℄

CORNER PEDESTRIAN RAMP

SINGLE CROSSING

SECTION A-A

T

C

4'

2'

4' 6 INCH WIDE
MONOLITHIC CURB
IF REQUIRED TO
CONTAIN
LANDSCAPING

4 INCH MIN UNTREATED
BASE COURSE

DETECTABLE WARNING SURFACE

NO LIP AT
CURB CUT

ROADWAY
SURFACE

4 INCH MIN CONCRETE

3/16"

50% TO 65% OF
BASE DIAMETER

DETECTABLE WARNING SURFACE

1 5/8" MIN
2 3/8" MAX

1 5/8" MIN
2 3/8" MAX

7/8" MIN

TRUNCATED
DOME IN SQUARE

GRID PATTERN

TRUNCATED
DOME

L

C

L

C

L

C

L

C

1 3/8" MAX

MINIMUM

SLOPE TABLE

MAX. CROSS

SLOPE *

MAX. RUNNING

SLOPE  *

ITEM

S

C

T

R

(b)

(a)

*    RUNNING SLOPE IS IN THE DIRECTION OF PEDESTRIAN
TRAVEL.  CROSS SLOPE IS PERPENDICULAR TO
PEDESTRIAN TRAVEL.

(a)   LENGTH OF RUNNING SLOPE FOR PARALLEL RAMPS IS
NOT REQUIRED TO EXCEED 15 FT.

(b) MAINTAIN CONSISTENCY OF CLEAR SPACE RUNNING
SLOPE ACROSS ENTIRE CURB  CUT.  WARP GUTTER PAN
TO MEET REQUIRED CLEAR SPACE SLOPE AT CURB CUT.

(c)  DO NOT EXCEED THE ROADWAY PROFILE GRADE FOR
THE CROSS SLOPE AT  CROSSWALKS WITHOUT STOP OR
YIELD CONTROL AND AT MID-BLOCK CROSSWALKS.

TURNING SPACE

RAMP

CLEAR SPACE

SIDEWALK

2%

8.33%

5%

STREET GRADE

(c)

(c)

(c)

2%

2%

2%

2%

T

S

FULL HEIGHT CURB

SEE NOTE 3
C

4

'
 
M

I
N

.

R

R

S

A

A

FULL HEIGHT

CURB
NO LIP AT
CURB CUT
OR GUTTER

6 INCH WIDE
MONOLITHIC CURB

CROSSWALK
(SEE NOTE 6)

ALL DETAILS TO CITY OF ST. GEORGE STANDARDS. 

3 SCALE: N.T.S.
STREET PEDESTRIAN CURB RAMP

TIE INTO.
ANY ADJACENT ROADWAYS WHICH THE DRIVEWAY WILL

VERIFY 1:12 SLOPE ALONG ALL CROSS SLOPES FOR

UNDER ALL CONCRETE ELEMENTS OF THE DRIVEWAY.
INSTALL 6" TYPE II ROADBASE, COMPACTED AND TESTED,

STRENGTH.
ALL CONCRETE SHALL BE 4,000 PSI @ 28 DAY DESIGN

NOTES:

ALL DETAILS TO CITY OF ST. GEORGE STANDARDS. 

2 SCALE: 1" = 5'
COMMERCIAL DRIVEWAY

NOTES:
1. DIMENSIONS SHOWN IN THE SLOPE TABLE ON ARE NOT SUBJECT TO

CONVENTIONAL INDUSTRY TOLERANCES.  CONSTRUCT SIDEWALKS AND
RAMPS SUCH THAT THE MAXIMUM OR MINIMUM VALUES ARE NOT
EXCEEDED.  WORK THAT EXCEEDS THOSE VALUES WILL NOT BE ACCEPTED.

2. PROVIDE DETECTABLE WARNING SURFACE FOR FULL WIDTH OF CURB CUT.
3. LOCATE DETECTABLE WARNING SURFACE SO THE CORNERS NEAREST THE

STREET ARE WITHIN 1 INCH OF THE BACK OF CURB.
4. RAMP GRADE BREAK MUST BE PERPENDICULAR TO THE RUNNING SLOPE.
5. CLEAR SPACE AND TURNING SPACE SIZE: 4 FT MIN. X 4 FT MIN.
6. CROSSWALK DELINEATION IF REQUIRED ON PROJECT STRIPING PLAN.

D
O

M
ES

TR
U

N
C

AT
ED

36" TYP.

6' TYP.

6' WATERWAY 
AS PER CITY OF ST.

FLOW LINE

TOE LINE OF CURB

OF PUBLIC ROADWAY
MATCH CROSS SLOPE

ROADWAY

DRIVEWAY

15.0' R.

5'

0.
27

0.
00

0.27

24" PARKING CURB

SIDEWALK
CITY

GEORGE STANDARD DRAWING

SEE DETAIL 3/C8.2 FOR
RAMP DETAILS

1 SCALE: N.T.S.
STANDARD 6' CROSS GUTTER  

ALL DETAILS TO CITY OF ST. GEORGE STANDARDS. 
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